BACKFILL BEHIND WALL WITH
1'=0" MIN WIDTH OF CLEAN,
WELL DRAINING GRANULAR
FILL PER MANUFACTURER'S
RECOMMENDATIONS

6" TOPSOIL OR
GRAVEL OVER GEOTEXTILE

BLOCK CAP GROUTED IN PLACE

FILL IN VOIDS W/ 1/2" TO 3/4"
MINUS CRUSHED  ROCK OR PER
MANUFACTURER'S RECOMMENDATIONS

GEOTEXTILE
FILTER FABRIC

ROAD SURFACE

MAX W/O PERMIT
(SEE NOTE 3).

WALL HEIGHT

MN | 4'—0”

MIN 6” DIA PERF RIGID DRAIN
PIPE CENTERED HORIZ. IN
BEDDING. SLOPE TO DRAIN AND THIS DISTANCE SHALL
CONNECT TO STORM DRAIN NOT BE LESS THAN
SYSTEM. PROVIDE CLEANOUTS. LOWER WALL HEIGHT UNDISTURBED NATIVE SOIL
WITHOUT A PERMIT AND OR COMPACTED GRANULAR
A DESIGN BY A BASE, AS REQUIRED
LICENSED ENGINEER.

PRIVATELY OWNED BLOCK WALLS SHALL NOT BE CONSTRUCTED IN CITY R.O.W.
OR OVER PUBLIC EASEMENTS

IF WALL ABUTS A PRIVATE DRIVE OR DRIVEWAY,
A 2’ SHY DISTANCE SHALL BE MAINTAINED BETWEEN
THE WALL FACE AND EDGE OF ROAD SURFACE

NOTES:

1. MODULAR BLOCK WALLS WITH GEOGRID REINFORCING SHALL BE DESIGNED AND STAMPED BY A STATE LICENSED PROFESSIONAL
ENGINEER, IF HEIGHT EXCEEDS 4'..

2. MODULAR BLOCK WALLS OVER 4"-0" IN HEIGHT AND/OR LOCATED IN A CRITICAL AREA, OR MEADOWDALE EARTH SUBSIDENCE
LANDSLIDE HAZATRD AREA, REQUIRE A BUILDING PERMIT AND MUST BE DESIGNED AND STAMPED BY A STATE LICENSED
PROFESSIONAL ENGINEER.

3. MODULAR BLOCK WALLS OVER 3'—0" IN HEIGHT MEASURED FROM ORIGINAL GRADE ARE NOT ALLOWED WITHIN BUILDING
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